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REF. EL @ GROUND 
LEVEL -22’-0” +\- 




91’-6” 



46’-9 



NOTE 1 EXISTING BUILT UP FLAT ROOF, REMOVE ENTIRELY 
INOLUDING MEMBRANES, INSULATIONS, VAPOR BARRIERS, STONE 
BALLAST AND ANOHORS. OLEAN AND/OR SOARIFY EXISTING 
STRUGTURAL GONGRETE OR GYPSUM DEGKS. GLEAN 
METAL DEGKS. INSTALL NEW BUILT UP ROOF AS SPEGIEIED. 


NOTE 2 EXISTING STEEP SLOPED TERRA GOTTA ROOFING TILES 
OR OORRUGATED METAL ROOFING, REMOVE ENTIRELY INOLUDING 
TILES, METAL, ANGHORING DEVIGES, AND ALL MISG MEMBRANES 
ETG. GLEAN EXIST WOOD STRUOTURAL DEOK. REPLAOE ANY 
ROTTED WOOD DEOK MEMBERS. INSTALL NEW ROOFING MEMBRANE 
AS SPEGIEIED. 


NOTE 5 LEAVE EXISTING THRU WALL GOPPER FLASHINGS 
IN PLAGE FOR USE IN REELASHING NEW PARAPET WALL 
FLASHINGS, SAVE ALL DEMOLISHED OOPPER WALL FLASHINGS 
AND STOGKPILE FOR DISPOSITION BY THE TOWN. 

NOTE 4 LEAVE EXISTING THRU WALL GOPPER STEP FLASHINGS 
AND THRU WALL FLASHINGS IN PLAGE FOR USE IN REELASHING 
NEW MEMBRANE ROOFING AND WALL FLASHING. 

NOTE 5 REMOVE EXIST METAL GORING AND FLASHING ALONG 
EDGE OF THE EXIST MEMBRANE ROOFING, LEAVE MEMBRANE ROOF 
GHEGK GONDITION OF EXISTING WOOD BLOGKING REPLAGE ANY 
ROTTED WOOD. 


NOTE 6 2 ELEGTRIO POWER LINES LYING ON ROOF MUST BE 

REROUTED AND HUNG ON APPROPRIATE SUPPORTS AS APPROVED 
BY ELEOTRIO PROVIDER. 

NOTE 7 TYPIOAL...OAREFULLY REMOVE AND DEENERGIZE 
TEMPORARILY, ALL ROOF TOP EQUIPMENT FOR DURATION OF 
ROOFING INSTALLATION, GHEGK ON THE SOUNDNESS OF 
ALL EQUIPMENT GURBS, REPLAGE AS REQUIRED. REELASH 
ALL GURBS TO NE ROOFING MEMBRANE AND REINSTALL 
EQUIPMENT. 


NOTE 8 REMOVE AND REPLAGE IN KIND, EXISTING RUSTED METAL 
ROOF DEGK. REPLAGE WITH DEGK OF SAME GAUGE, ELUTE SIZING 
AND GALVANIZED GOATING AS THE EXISTING DEGK. 


NOTE 9 REMOVE EXIST GOPPER REGLET FLASHING, INSTALL 
NEW STAINLESS STEEL REGLET GHANNEL IN BRIGK JOINT. INSTALL 
NEW ALUMINUM WALL FLASH IN REGLET FOLD DOWN OVER NEW 
MEMBRANE WALL FLASHING 
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-EXIST WOOD BOARD ROOF DECK 
-NEW EDPM ROOFING MEMBRANE 
ON y2”FIBERBOARD 

/-SAVED SNOW FENCE FROM 

/Q^ DEMOLITION, REINSTALL HERE 


NEW MEMBRANE FLASHING 
— NEW PNTD ALUMINUM FLASHING 


EXIST STEEL - 

CHANNEL ROOF 
BEAM 



-EXIST BLOCKING. REPLACE ANY 
ROTTED MEMBERS 

NEW COPPER METAL GUTTER AND 
DOWNSPOUTS 



-NEW W PT WOOD FASCIA, 
PAINTED 

NEW 2” X PT WOOD BLOCKING 
PAINTED 


EXIST BRICK BEARING WALL. 
THICKNESS VARIES 



EXIST PRECAST CONG COPING 
STONE. SIZE VARIES 


EXIST THRU WALL COPPER 
FLASHING, FOLD UP TO REMOVE 
OLD FLASHINGS. FOLD DOWN 
OVER NEW FLASHINGS 
NEW PNTD ALUMINUM FLASHING 


TERMINATION BAR AND SEALANT 
NEW MEMBRANE FLASHING 

NEW BASE FLASHING 

NEW FIBER CANT 

NEW MULTI PLY COLD APPLIED 
BUILT UP ROOFING 
I —NEW HI DENSITY POLYISO 
/ INSULATION. 1” @ CONCRETE 

/ DECKS, 1 y2"@ METAL DECKS 


-NEW MULTI PLY COLD APPLIED 
BUILT UP ROOFING 
I — NEW HI DENSITY POLYISO 
/ INSULATION, 1” @ CONCRETE 

/ DECKS, 1 ^2”® METAL DECKS 


MODIFIED COLD 
ADHESIVE 



EXIST CONCRETE OR GYPSUM 
DECK. OR METAL ROOF DECK ON 
STEEL TRUSSES 


EXIST BRICK BEARING WALL, 
THICKNESS VARIES 


-CONCRETE, GYPSUM OR METAL DECK 
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DETAIL AT NEW EDPM ROOF 
EDGE 


SCALE 3" = 1 '-0" 



FLASHING DETAIL AT EXIST 
SLOPING ROOF TO FLAT ROOF 

SCALE 3" = I'-O" 



TYPICAL ROOF / PARAPET 
FLASHING DETAIL 

SCALE 3" = I'-O" 


VARIES 4' TP 48' 


-EXIST STATIC VENT, FAN. 
POWERED FAN VENT, UPBLAST 
FAN ETC. REMOVE TEMPORARILY. 
REPLACE CURB TO FIT UNIT. 
INSTALL NEW FLASHINGS THEN 
REINSTALL UNIT 


NEW 2” X 10” PRESERVATIVE 
TREATED (PT) WOOD CURB 
NEW MEMBRANE FLASHING 
NEW BASE FLASHING 

NEW FIBER CANT 
-NEW MULTI PLY COLD APPLIED 
BUILT UP ROOFING 
I — NEW HI DENSITY POLYISO 
/ INSULATION. 1” @ CONCRETE 
/ DECKS, 1 yy’© METAL DECKS 


TAPER INSULATION 24” MIN.- 
FROM CENTER OF DRAIN, 
STAGGER ALL JOINTS, 

FASTEN PER SPECIFICATIONS 


LEAD FLASHING 30” SO. MIN. 

SE TIN MASTIC, WRAPPED DOWN 
2” MIN. PRIME TOP SURFACE 
BEFORE FLASHING 

-NEW MEMBRANE FLASHING 

f-NEW STRAINER 

1 /-NEW CLAMPING RING 

\ / I-BASE FLASHING PLY 

I 40” [1016mm] 

LnnnnA MULTI-PLY BUILT UP 

I// LfuWI Troofing membrane 


EXIST CONCRETE OR GYPSUM 
DECK, OR METAL ROOF DECK ON 
STEEL TRUSSES 


EXIST CONCRETE OR 

GYPSUM DECK, OR METAL ROOF 

DECK ON STEEL TRUSSES 


NNEW DECK CLAMP 




TYPICAL NEW ROOF 
MEMBRANE CONSTRUCTION 

SCALE 3" = I'-O" 



EXIST COPPER STEP FLASHING, 
BEND UP FOR REMOVAL OF 


EXIST WALL FLASHING, FOLD 
DOWN OVER NEW FLASHINGS 


— NEW FLASHING MEMBRANE 

/-NEW'EDPM ROOFING MEMBRANE 

/ -NEW yy’mOD FIBERBOARD 

UN D'ERLAYM ENT 
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EXIST CLERESTORY WINDOWS 


— EXIST SLOPING ^000 ROOF DECK 
REPLACE ANY ROTTING MEMBERS 

EXIST STEEL CHAN^ EL 
STRUCTURAL MEMBER 


EXIST STEEL - 

CHANNEL ROOF 
BEAM 



EXIST COPPER FLASHING. BEND 
UP FOR REMOVAL OF EXIST 
FLASHING, FOLD DOWN OVER NEW 
MEMBRANE FLASHINGS 

-NEW ALUMINUM FLASHING 

-NEW MEMBRANE FLASHING 

-NEW EDPM ROOFING MEMBRANE 

ON y2 NEW FIBERBOARD 
UNDERLAYMENT 

/-EXIST WOOD BOARD ROOF DECK 
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EXIST BRICK BEARING WALL. 
THICKNESS VARIES 


TYPICAL ROOF CURB 

8 

TYPICAL DETAIL AT ROOF 

DRAIN 

7 

FLASHING DETAIL AT NEW 

EDPM ROOF AT SIDEWALL 

6 

FLASHING DETAIL AT NEW EDPM 

ROOF AT UPPER WINDOWS 

5 

SCALE 3" = I'-O" 


SCALE 3" = I'-O" 


SCALE 3" = I'-O" 


SCALE 3" = I'-O" 
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SEALANT 



EXIST THRU WALL COPPER 
FLASHING. FOLD UP TO REMOVE 
OLD FLASHINGS, FOLD DOWN 
OVER NEW FLASHINGS, SEE TYP. 
PARAPET DETAIL 

LINE OF METAL SCUPPER PAN, 
SET FLANGE IN ROOF GEMENT 
AND PRIME PRIOR TO FLASHING 

NEW MEMBRANE FLASHING 


NEW BASE FLASHING 

NEW MULTI PLY COLD APPLIED 
BUILT UP ROOFING 


NEW HI DENSITY POLYISO 
INSULATION, 1” @ CONCRETE 
DECKS, 1 METAL DECKS 
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EXIST CONCRETE OR GYPSUM 
DECK, OR METAL ROOF DECK ON 
STEEL TRUSSES 


EXIST BRISK BEARING WALL, 
THICKNESS VARIES 





TYPICAL DETAIL AT NEW 
SCUPPER 

SCALE 3" = I'-O" 


11 


TYPICAL FLASHING DETAIL 
AT HEAT STACK 

SCALE 3" = 1 '-0" 


10 


FLASHING DETAIL AT NEW 
EDPM ROOF AT SIDEWALL 

SCALE 3" = 1 '-0" 
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